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	The page could not be found

	
		
				
					
This page you are trying to reach doesn't seem to exist. This is probably a result of a bad or outdated link. We apologize for any inconvenience.


					
What you can do


	Check the address for proper spelling. If it looks misspelled you can try to correct it.
	Use the search function on this page or via the search page.
	Try navigating from "Home" or any of the links in the navigation above.
	View the sitemap to get an overview of this website.
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		Kanthal 72-18-10

Kanthal 72-18-10 is a Mn-based alloy for use in thermostat bimetal applications.	
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		22-3

Typical applications for ... 22-3 include use as resistance strip or as a high expansion component in bimetal thermostats, for example in gas and electric stoves.	
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		15/7B

Typical applications for ... 15/7b include use as resistance strip or as a high expansion component in bimetal thermostats, for example in gas and electric stoves.	
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		19-7

Typical applications for ... 19-7 include use as resistance strip or as a high expansion component in bimetal thermostats, for example in gas and electric stoves.	
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		100% Nickel

100% nickel for use as an intermediate layer in bimetals. 100% nickel for use as an intermediate layer in bimetals. ... nickel for use as an intermediate layer in bimetals.
100% nickel for use as an intermediate layer in bimetals.	
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		Inv 100

Typical applications for INV ... 100 include use as resistance strip or as a low expansion component in bimetal thermostats, for example in gas and electric stoves. Its low thermal expansion	
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		Inv 127

Inv 127 is a nickel-iron alloy (NiFe alloy) for use at temperatures up to 600°C (1110°F). The alloys has a moderate constant ... applications for Inv 127 are in high-temperature thermostats and thermostatic bimetal.
A nickel-iron alloy (NiFe alloy) for use at temperatures up to 600°C (1110°F)	
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		38-7

Typical applications for ... 38-7 include use as resistance strip or as a low expansion component in bimetal thermostats, for example in gas and electric stoves. Its low thermal expansion	
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		Inv 155

Inv 155 is a nickel-iron alloy (NiFe alloy) for use at temperatures up to 200ºC. The alloy has a low constant thermal expansion factor up to 180°C. Typical applications for Inv 155 are in thermostats and ... 180°C.
Typical applications for Inv 155 are in thermostats and thermostatic bimetals.	
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		Inv 145

Inv 145 is a nickel-iron alloy (NiFe alloy) for use at temperatures up to 200°C. The alloy has a low constant thermal expansion factor up to 180°C. Typical applications for Inv 145 are in thermostats and ... 180°C.
Typical applications for Inv 145 are in thermostats and thermostatic bimetals.	
    
                    
                        Home
                    
                    
                
                    All products
                
                
                
                    Material datasheets
                
                
                        
                            Inv 145
                        
    








        

	




    










        

	
		
				
					[image: Go to the website start page]
				
			
Kanthal® is a world-leading brand for products and services in the area of industrial heating technology and resistance materials. 
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